Al | A ENSALADAS
SALAD PREP REFRIGERATORJABLE

ME 1000 BAN ME 1000 I

OPCIONAL/OPTIONAL

ME 1000 BAN/KB
(501X11) = 6 (501X10) = 3

ME 1000 EN
[SE]];X175]=5 @

ME 1000 PIZZA
(501X11) = 1 [501X10) = 3
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M 0 D Acero inox Espesor Capacidad N° puertas Ne parrillas J. guias  Sistema de frio Control digital Potencia Potencia frigorifica Consumo Refrigerante
Stainless Steel Thickness Capacity Doors No shelves / Coaling System Digital control Power Cooling capacity Consumption Refrigerant
(EXT/INT) [MM) 0] Slides w) (WA -10°C) (kKWh/24h)

2/6 Ventilado

ME 1000 BAN [ERNGIELT 55 230 2 e s PR IP65 324 254 2,49 R134a
ME1000EN SRV 55 230 2 [325@30] ‘F’E:’Ct;'g’i:’r IP65 324 25y 2,49 R134a
ME 1000 Il AISI 304 55 230 2 [aegigao] I\:/c?::t;;‘i?r IPES 324 254 1,93 R134a
ME 1000 PizzA (VSN 55 230 2 [325@30] ‘F’E:’Ct;'g’i:’r IPE5 324 25y 2,61 R134a
ME1000 KB [EESRELD 55 230 z 2/ Ventilado IP65 324 254 2,61 R134a

(325x530) Forced air
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OUNTERS

UNDERCOUNTERS

MESAS

ME 1000 KB

ME 1000 EN

OPCIONAL/OPTIONAL

- Parrilla / Wire shelf (502X12] 31 €

-Juego de guias / Slides [GUIAS03X22;GUIAS03X23] 27 €
- Kit 2 cajones 1x1/2 +1x1/3 (Modelo 11)

/ - Drawers 1x1/2 + 1x1/3 (Model Il] (JCAJ1OMEL/2) 457 €
- Puerta de cristal (unidad)

/ Glass door (unit) (PUE17IDME10/PUEL7IIMEL0]) 81 €

- Cerradura / Lock (506X209; 506X210] 31 €

-Gas R-290 +4%

ME 1000 PIZZA

750

341 231 179

995

472

1196
472

895
890

863

ME 10001l ME 1000 BAN
ME 1000 BAN ME 10001l ME 1000 EN ME 1000 PIZZA ME 1000 KB
978x700x857 mm 978x700x885/1050 mm 978x700x885 mm 978x700x865/1123 mm 978x700x1125 mm
Temp. 0°C/+6°C. Temp. 0°C/+6°C. Temp. 0°C/+6°C. Temp. 0°C/+6°C. Temp. 0°C/+6°C.
C.Clima 4 C.Clima 5 C.Clima 4 C.Clima 4 C.Clima 4
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2.

MESA REFRIGERADA PARA ENSALADAS
SALAD PREP REFRIGERATOR TABLE

ME 1003 PIZZA ME 1003 EN

OPCIONAL/OPTIONAL

ME 1003 BAN/KB
(501X11) = 9 [501X10) = 6

ME 1003 EN
(501X16) = 8

ME 1003 PIZZA
(501X11) = 2 (501X10) = 4
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MOD Acero inox Espesor Capacidad N° puertas Ne parrillas J. guias ~ Sistema de frio Control digital Potencia Potencia frigorifica Consumo Refrigerante
Stainless Steel Thickness Capacity Doors No shelves / Cooling System Digital control Power Cooling capacity Consumption Refrigerant
[EXT/INT) (MM) w slides w) (WA-10°C) (kWh/24h)
3/9 Ventilado
ME 1003 BAN AISI 304 58 355 8 (325x530] E—— IPBS 565 4s4 381 R134a
3/9 Ventilado
ME 1003 EN AISI 304 55 355 3 (325x530] Forced air IPBS 565 4as4 381 R134a
3/9 Ventilado
ME 1003 11 AISI 304 58 355 8 (325x530] Forced air IPBS 565 4s4 3,03 R134a
3/9 Ventilado
ME 1003 PIZZA AISI 304 55 355 3 (325x530) Forced air IPBS 565 4ed 4,09 R134a
ME1003 KB [ENSIELT 55 355 3 38 Yontiladg IPE5 565 464 4,09 R134a

(325x530) Forced air
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